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BB-100-36(H)

Bundle Blaster Frame Assembly Manual

BB-100-24(H)



ONLY FOR BB 110-36

Channel Rail Assembly

steps and techniques. A minimum of three people is recommended for this assembly process as well as the use of a fork lift (or another
mechanical lifting device). 

Assembly Instructions:

BB 107-36 Channel Mid Beam Assy (1)

The Bundle Blaster Frame does require some assembly. Read carefully through the following detailed instructions for proper assembly 

A

BB 107
Channel End Beam Assy (2)

StoneAge Serial# Plate 
(See Step 1 / Note:) 

B
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       BB 110-36 Assembly. 
       Attach two BB 107 Channel End Beam Assemblies with BB 107-36 Channel Mid Beam Assembly for a 

Bundle Blaster Frame Assembly

Step 1: Channel Beam Assembly.
        Assemble components using supplied hardware shown on a flat surface and tighten bolts once beam sections 
        are properly aligned. Torque bolts to 50 ft*lbs (68 N*m). (The Beam sections are meant to fit flush together)
NOTE: Serial plate is only on one of the BB 107 Channels. Orientate Plate to the right and back, as shown.
        
       24' Bundle Blaster: BB-100-24(H)
       Attach two BB 107 Channel End Beam Assemblies directly together for a BB 110-24 Assembly. 
       
       36' Bundle Blaster: BB-100-36(H)

Step 2: Rail clamps will come pre-installed on each beam section. Loosen the bottom rail clamps and completely
remove the upper rail clamps to prepare for the installation of the box rail assembly. 

BB 110-36 (8)
BB 110-24 (4)

Hex .37-16 x 1.25 
GB 550-05 Bolt, 

GN 500-L Nylok Nut 
BB 110-36 (8)
BB 110-24 (4)

DETAIL B

BB 110-36 (20)
BR 060 Rail Clamp 

BB 110-24 (24)
BB 110-36 (40)
 Hex .37-16 x 1.25 

BB 110-24 (12)

GB 537-05 Bolt,

GW 537-L Lock Washer 
BB 110-36 (40)
BB 110-24 (24)

DETAIL A




